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MODULAR WALL INSTALATION
For installation version LAW – straight through the wall

Wall Installation Modules

Consisting of wall installation block and shell construction set 
For cost and time efficiency on the construction site



The information in this data sheet has been compiled to the best of our knowledge and is intended to provide you with practical support for your planning. 
However, we ask for your understanding if we provide these documents without legal obligation. Our terms and conditions apply in their current version. 

We reserve the right to make technical changes. Version: 02 /2023
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MODULAR WALL INSTALATION
For installation version LAW – straight through the wall

•	Two block models L365 and L425 for wall thicknesses 
of 400 mm and 460 mm (incl. plaster and insulation) 
- no more cutting to length on the construction site 
necessary

•	Fully foamed body shell set with integrated gradient 
guarantees maximum insulation, correct installation 
and optimum condensate drainage

•	Cost and time saving, as core hole drilling and installa-
tion of the carcass set are no longer necessary

Model L425Model L365

For wall thickness 460 mm (incl. plaster and insulation) 
consisting of: 

•	 Wall mounting block with a length of 425 mm
•	 RS LAW body shell set with sound insulation up to 43 dB
•	 Electrical pockets for convenient installation 
•	 6 centring devices for easy attachment of the inner panel
•	 Plaster cover on both sides

Art. no.: 1600-3046VX

•	Suitable for all Ventomaxx WRG series with PLUS and 
IQ-DESIGN panels

•	Single-shell construction for increased stability

•	Integrated electrical pockets for quick and convenient 
installation of the ventilation unit including electrical 
installation

•	Special lengths available on customer request

For wall thickness 400 mm (incl. plaster and insulation) 
consisting of:

•	 Wall mounting block with a length of 365 mm
•	 RS LAW body shell set with sound insulation up to 43 dB
•	 Electrical pockets for convenient installation 
•	 6 centring devices for easy attachment of the inner panel 
•	 Plaster cover on both sides

Art. no.: 1600-3040VX


